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Amendme nt* to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims; 

1. (Currently Amended) A method for whitening a patient's teeth comprising the 

steps: 

(a) applying a dental whitening composition to the teeth; 

(b) illuminating the teeth with light from a lamp assembly; and 

(c) wherein the lamp assembly is maintained in a constant pes^s^acing.relative to 
the teeth by a lamp guideahejam*^ comprising a pair of s pacer rods for insertio iijntojhe 
Qatign£s mouth; each spacer rod^grisin^ first end having a foam pad confi ^ ure djobe 

qn one side of the patien^unc^and a second end-, .h uu„ Q,c fir-t nnd o f t he-lamp 
ga id o L tuu ,lL d, c i th n r rlin v tl y «, i n di r e ctly, to the ^^^^^ ^ < * *■ ln "P 
is coupled to the lamp assembly. 

2. (Original) The method of claim 1, further comprising retracting the patient's lips 
with a lip retractor. 

3. (Original) The method of claim 2, wherein the lip retractor comprises two cheek 
plates each comprising an arcuate race. 

4. (Original) The method of claim 3, wherein the Up retractor further comprises a 
cross-bar. 

5. (Original) The method of claim 2. further comprising adding a retractor cover 
over the lip retractor. 
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6. (Original) The method of claim 1, wherein the dental whitening composition 
comprises a two part composition. 

7. (Original) The method of claim 1, wherein the lamp assembly comprises a lamp 
head and a power assembly mounted on a light stand comprising an adjustable hinge. 

8. (Original) The method of claim 7, wherein the lamp assembly is a short arc metal 
halide lamp. 

9. (Original) The method of claim 7, wherein the lamp head comprises an m filter 
and a UV filter. 

10. (Original) The method of claim 2, wherein the Up retractor comprises four cheek 

plates. 

11. (Original) The method of claim 9, wherein the lamp head further comprises a 
diffuser filter. 

12. (Currently amended) A system for tooth bleaching comprising: 

(a) a bleaching composition comprising an oxidizing agent; 

(b) a lamp assembly comprising a light source, a light output aperture and an 

engagement surface; 

(c) a gap regulating device; and 

(d) wherein the bleaching composition is configured to be applied on a tooth surface 
of a patient and the gap regulating device is configured to couple to the patient and to the 
engagement surface of the lamp assembly to set a distance between the light output aperture and 
the tooth surface to be bleache d; wherein the, gan reeulatinr device comprises a pair of rods each 
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comprising a foam pad mounted to a first end of the rod and a second free end in abutting contact 
with the engagement surface of the lamp assembly . 

13. (Original) The system of claim 12, wherein the bleaching composition comprises 
a bleaching gel and an activator gel. 

14. (Original) The system of claim 12, wherein the oxidizing agent is hydrogen 
peroxide. 

15. (Original) The system of claim 13, wherein the bleaching gel and the activator 
gel are separately stored in a dual-barrel syringe. 

16. (Original) The system of claim 12, wherein the light source is a lamp comprising 
mercury gas. 

17. (Currently amended) The system of claim 12, wherein the gap roguloting device 
comprises a second free end of the r od is inserted into a boss on the lamp assembly . 

18. (Original) The system of claim 12, further comprising a lip retractor for retracting 
a patient's lips prior to application of the bleaching composition. 

19. (Original) The system of claim 18, wherein the lip retractor comprises two or 
more cheek plates with each cheek plate comprising an arcuate race. 

20. (Original) The system of claim 12, wherein the engagement surface on the lamp 
assembly comprises a bore. 
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21. (Currently amended) The system of claim 12, wherein the gap regulating device 
comprises a read "nri a fn.-im hite pud a pair of g e nerally cylindrical rods . 

22. (Currently amended) A system for tooth bleaching comprising: 

(a) a tooth bleaching composition comprising an oxidizing agent; 

(b) a lamp assembly comprising a lamp head and a power supply box mounted on a 
lamp post comprising an adjustable hinge; 

(c) a spacer for setting a space between the lamp head and a patient's teeth; and 

(d) wherein the tooth bleaching composition is configured to be applied to a tooth 
surface to be bleached, the lamp assembly is configured to activate the oxidizing agent from the 
tooth bleaching composition; and the spacer is configured to set a gap between the lamp head 
and the patient's teeth by eeapHag f " thee royjdjri g a pair of rods each comprising foam pad 
for a patient to bite on. a desired length for setting the gap, and a coupling , end for abutting with 
the lamp head. 

23. (Original) The system of claim 22, wherein the tooth bleaching composition 
comprises a two part composition separately stored in a double-barrel syringe. 

24. (Original) The system of claim 23, wherein the two part composition comprises a 
bleaching gel comprising hydrogen peroxide and an activator gel comprising water. 

25. (Original) The system of claim 22, further comprising cotton rolls or gauzes for 
isolating the tooth surface to be bleached. 

26. (Original) The system of claim 25, further comprising a lip retractor. 

27. (Original) The system of claim 26, wherein the Up retractor comprises two or 
more cheek plates with each cheek plate comprising an arcuate race. 

-9- 

PAGE 12/28 ' RCVO AT 2/28/2008 9:35:56 PM [Eastern Standard Time] * SVR:USPTO-EFXRF-1/2 * DNIS:2738300 * CSID: 19494768640 * DURATION (mm-ss):08-16 



02/28/2006 18:38 FAX 19494768640 



CHRISTIE PARKER HALE 



1)013/028 



Appln No. 10/715,681 

Aradt date February 28, 2006 

Reply to Office action of November 29, 2005 

28. (Original) The system of claim 27, wherein the lip retractor comprises a tongue 

guard. 

29. (Original) The system of claim 22, wherein the lamp assembly is a short arc 
metal halide lamp. 

30. (Original) The system of claim 29, wherein the lamp head comprises a UV filter 
and an IR filter. 

31. (Original) The system of claim 22, wherein the spacer is coupled to the lamp 
head by engaging a boss located on the lamp head. 

32. (Original) The system of claim 22, wherein the spacer is coupled to the patient 
when the patient bites down on a foam pad located on an end of the spacer. 

33. (Original) The system of claim 30, wherein the lamp head further comprises a 
diffuser filter. 

34. (Currently amended) A system for tooth bleaching comprising: 

(a) a tooth bleaching composition comprising an oxidizing agent; 

(b) a lamp assembly comprising a lamp head and a power supply box mounted on a 
lamp post comprising an adjustable hinge; 

(c) a spacer for setting a space between the lamp head and a patient's teeth; and 

(d) wherein the tooth bleaching composition is configured to be applied to a tooth 
surface to be bleached, the lamp assembly is configured to activate the oxidizing agent from the 
tooth bleaching composition; and the spacer is configured to set a gap between the lamp head 
and the patient's teeth by nnnplino to both the securing a first end of a pair of rods between the 
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patientlteeth and abutting » second end of the p air of rods to an en g agemem sui^ceon,the lamp 
head; and 

(e) wherein the light is activated for a 20 minute cycle and wherein the cycle is 
repeated two additional times with new bleaching composition applied each time. 
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